MEYERS GLARE RECOIL’

ADVANCED PHOTONICS GREEN LASER ACTIVE RESPONSE EQUIPMENT

INFORMATION SHEET

The powerful green beam sends an
obvious signal to potential threats to halt
or move away. The GLARE RECOIL®
features patented EyeSafe™ and
SmartRange™ technology to achieve a
nominal ocular hazard distance (NOHD)
of zero meters, as well as constant eye
safe irradiance. It has been adopted as
an ocular interrupter for both the United
States Marine Corps, and the United
States Air Force.
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POWER + SAFETY

The GLARE RECOIL® allows the Soldier, Sailor,
Airman, or Marine to provide immediate and
recognizable visual warning from 4m to 20km and
beyond while remaining at EyeSafe™ levels.

The integration of SmartRange™ technology ensures
that the onboard laser rangefinder (LRF) and green
emission diode are constantly communicating

to ensure output remains eye safe regardless of
distance. Variable divergence allows the operator to
scale the beam between .23° and 4° to effectively hail
and warn individuals, vessels, vehicles or groups. A
selectable pulse mode allows the user and additional
level of communication to serve as an overwhelming
visual signal and deterrent to potential threats.
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BUILT-IN SAFEGUARDS

SMARTRANGE" TECHNOLOGY

The B.E. Meyers & Co. SmartRange™ technology ensures
that the GLARE RECOIL® is always EyeSafe™ and retains its
zero NOHD rating.

ACCELEROMETER/ GYROSCOPE

The internal accelerometer/gyroscope of the GLARE
RECOIL® ensures the green beam never makes contact
with a target before the SmartRange™ laser rangefinder
technology is able to accurately calculate the target’s
distance and the safest beam power level.

NEAR FIELD DETECTOR

The near field detector of the GLARE RECOIL® ensures
there is no accidental dangerous exposure to the beam
at ranges too close for the laser rangefinder of the GLARE
RECOIL® to effectively function.

TECHNICAL INFORMATION
Laser Type | Visible Green

Output Power | Laser: Up to 250 mW

Rangefinder: 60 W/pulse

Laser: 532 + 3 nm
Laser Rangefinder: 1535 + 3nm

Laser: 4.0 - 70 mrad
Laser Rangefinder: 9.0 - 100 mrad

Laser Class | Class 2M
Power Supply | CR123 3V Batteries (Qty. 3)
55"Lx3.0"Wx2.0"H

Weight | 17.7 oz with batteries
15 oz without batteries

Nominal Ocular Hazard Distance (NOHD) | Om

Wavelength

Beam Divergence

Dimensions
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Part Number : 532-R1
@ NsN:1240-01-702-4269

BHA!

The GLARE RECOIL® is a class 2M advanced Ocular Interruption
System (OIS) capable of providing effective hail and warning

for any escalation of force scenario. By integrating our

patented SmartRange™ technology with our proven green laser
capabilities, the GLARE RECOIL® allows the Soldier, Sailor,
Airman, or Marine to provide immediate and recognizable visual
warning from 4m to 20km and beyond while remaining at eye
safe levels.

The powerful green beam sends an obvious signal to halt or
move away regardless of language barriers. A powerful veiling
glare and can be used to determine the intent of potential
threats in any environment.

The GLARE RECOIL® is equally suited to being used hand-held,
weapon mounted via MIL-STD-1913 rails, or integrated into a
remote weapons station.

BUILT-IN SAFEGUARDS

- SmartRange™ Technology ensures that the GLARE RECOIL® is
always EyeSafe™ and retain its zero NOHD rating.

- The internal accelerometer/gyroscope of the GLARE RECOIL®
ensures the green beam never makes contact with a target
before the SmartRange™ laser rangefinder technology is able
to accurately calculate the target’s distance and the safest
beam power level.

« The near field detector of theGLARE RECOIL® ensures there
is no accidental dangerous exposure to the beam at ranges
too close for the laser rangefinder of the GLARE RECOIL® to GLARE ACCESSORIES:
effectively function.

« Pistol Grip Mount
P/N: 532VPS-R26
NSN: 580-01-664-1453

. « 6” Remote Pressure Switch
KIT INCLUDES: P/N: RO3T-FV-6G
NSN: 5860 -01-664-1412
« Weapon Mount
) ) « Holster
« Pistol Grip P/N: HOLSTER-VPS
- 6” Remote Fire Cable NSN: 8465-01-664-2236
« Lanyard « Wrist Lanyard
: P/N: RO8-WRSTLNYRD
« Tactical Nylon Holster NSN: 8465-01-664-2212
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Controls:

=

AVOID EXPOSURE
LASER RADIATION IS EMITTED
FROM THIS APERTURE

@
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1. Aperture Cover

2. Front Sight Post

3. Elevation Adjusters

4. Fire Button

5. Beam Divergence - Wide

6. Beam Divergence - Narrow

7. LED Beam Divergence Indicator
8. Rear Sight Posts

9. Mode Switch (OFF, ON, PULSE)
10. Mode Indicator Light

11. Remote Control Port/Port Cover
12. Battery Cap

O A ARA R

Laser Type | Visible Green

Output Power | Laser: Up to 250 mW
Rangefinder: 60 pJ/pulse

Wavelength | Laser: 532 £ 3 nm
Laser Rangefinder: 1535 + 3nm

Beam Divergence | Laser: 4.0 - 70 mrad
Laser Rangefinder: 9.0 - 100 mrad

Laser Class | Class 2M

Power Supply | CR123 3V Batteries (Qty. 3)

Dimensions | 5.5" L x3.0"W x 2.0" H

Weight | 17.7 oz with batteries
15 oz without batteries

Nominal Ocular Hazard Distance | Om
(NOHD)

Effective Hail & Warning | 5km (Day)
25km+ (Night)

Output Modes | Laser: CW // Pulse 9.5hz
Rangefinder: Pulse 100 £ 5 hz

Environmentally Sealed | Waterproof to 1m for 60 minutes

Azimuth & Elevation Adjustment | 0.5 mrad per click

Operational Temperature Range | -20° to +50° C

N\
VISIBLE & INVISIBLE LASER RADIATION
DO NOT STARE INTO BEAM OR EXPOSE
USERS OF TELESCOPIC OPTICS

DANGER 250mW at 532 nm Class 2M J
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